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Spectral Emittance and Reflectance of Powders

The emittance of well-sized eorundum powders in the range between 130 g has boen mensured by ir

interferomefry in the 7.5-25 g region of the speetrum (U0 1300 cm 1),
for ull partiele sizes with some interesting relative intensity variations.
surfnee is determined by setting the emittanee equal to anity at 1035 em=4

The specteal fentures persist
The tempernture of the rndinting
At this point it is known

that both orientations of corundum have a refeactive index close 1o ubity and the absorption coeflicient. is

quite small.
tanee is approx. 1.
eter,
upply experimentally.

I. Introduction

In the course of o resenveh program directed toward
the development of n comprehensive theory of the
speetral refleetunee or emittanee of natural surfaces,
we are nttempting to extend a theory previously pro-
posed by some of ust? into the difficult region where
the rudintion wavelength appronches the partiele size
of particulate medin.  To aid in the formulation of this
theory, we have made ir mensurements on o series of
well-sized corundum powders.  This paper reports the
experimentnl results.  Corundum was chosen for this
experiment ax it satisficd several requirements neees-
snry to shed light on the fundamental phenomena in-
volved. The requirements include well known values
of the optieal constanty for different particle orienta-
tions, and availability in well known and relatively
narrow particle size distribufions encompassing those
wavelengths that contain the most interesting speciral
properties for remote sensing purposes, which lie in the
vibrational region of the ir, The choice of an inter-
ferometer for measurement of emittanee speetra was
suggested by its rapid response and high sensitivity for
viewing extended sources.?  This would be particularly
important when short observation times are required
ns in remote sensing applieations,
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This both the volume nnd the surface refleetinee terms are negligiblo and henee the emit-
The sume powders have been mensared in refleciance asiog o Caev-White spectrom-
A quantitative comparison is made between the two techniques and Kirehholf's law is shown to

il. Experimental

The experimental sumples were Microgrit WCA alu-
minum oxide precision lnpping powders manufactured
by Microabrasives Corporation of Westfield, Massnehu-
setty,  This materink was confirmed to he a-Al0); by
x-ruy diffrnetion.  The manufacturer statest that each
partiele is n diserete erystal and has a purity of over
9007, The erystals have o platelet shape with their
thickness nvernging ashout one-ifth of their diameter,
The ¢ nxis is perpendieutur to the platelet faee. Figure
1 shows the particle size distribution of the materials!
and Fig. 2 is a stereo pair of photomicrographs of the
surfuee of one of the snmples as used in our experiment,
The photomicrographs were obtained using o secondary
electron image muude with n JSM-2 seanning cleetron
Mieroscope, conrtesy of (i Coggswell, Dr. J. Russ, nnd
A, Kabaya of JEOLCO, US.A., Incorpornted. The
sumples were prepared by pouring the powders into
l-em dinm aluminum cups and smoothing with the edge
of a spatuln.  Following evacuation of the air, the
process was repented several times in order to fill the
cups. The surfaces were then shadowed using o Pd
40%: Au 60%, alloy and photomicrographs obtained of
the central arens in order to reduce edge effeets,

The excellent depth of foeus of these photographs
clearly shows the complex nature of the powder ge-
ometry with which any theory must eope.  In par-
ticular, the contrast hetween regions of particle ag-
glomeration and deep eavities is very marked.  The
highly nonspherical shape of the particles is nlso evident
and must be borne in mind in formulating o theory of
the refleetance speetrn of such samples.

The instrument. used was 1 Block model 195TC inter-
ferometer spectrometer’ which hay o nominal speeteal
range of 4-40 g nnd a speetral redolution of abou. 15
em~'.  Theinterferogram was sennned repetitively at a
rate of 1 speetrum/second for 2 min and the data
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Fig. 1,

recorded on i Sony tape recorder for later reduction.
The deteetor tempernture was maintained at 3055 K
while the sample temperature as measured by a ther-
mistor buried just under the surface was in the range
between 204 Koand 302 K for all samples.

The samples were placed in o flat aluminum pan in a
hot plate maintained at 3404 £ 0.6 K. The internal
depth of the pan is 0858 em; this enables the optieal
properties of these powders to prevent any rudiation
fromy the pan itself reaching the interferometer. The
cntire assembly was placed in a sample chamber eon-
sisting of a black box construeted from 3.18-mm copper
phate and insulated with a 5-em layer of Styrofoam.*
This ehamber wax fushed with nitrogen and cooled to
approximadely 207 K by filling o compartment of the
chamber with dry ice.  The cooling is necessary as a
temperature differential between the sample and its
surronndings and is required in order that sample re-
fleetion of ambient radiation does not precisely mask
the sclf-cmission of the sample. Cooling of the baek-
ground was chosen in preferenee to the more usual prae-
tice of heating of the sample in order to more eloseiy
simulate the properties of real surfaces in remote sens-
ing applications.

Fxperimental runs were made on WCA ALO; pow-
ders 5, 9, 15, 20, and 30 (which represent the nominal
partic’ .« sizes, ie., the platelet dinmeters, in mierons),
Each sumple was poured into the sample pan, which has
a diameter of 9.85 em designed to fill the field of view of
the interferometer. The top surface was leveled hy
passing the edge of a spatula across it This worked
well for the larger sizes but the 5 g sample invariably
hadl 2 roughened surface as agglomeration of the parti-
cles resulted in some gouging during the leveling pro-
cedure,  The volume fractions were measured for each
of the samples apd were WCA S (f = 0.286), WCA 9 (f
= (L287), WCA 15 (f = 0.200), WCA 20 (f == 031D,
and WCA 30 (f = 0.339).  This trend confirms our
previous assertion that fine particles fend to pack
loosely.* The interferometer seans were made at an
emission angle of 43° with o 10° angle of view. The
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measured datu from the individual scans were eoherently
iulded and then the Fourier analysis was earvied oat to
obtain the spectrum.

To obtain the absolute measurement of emittuance,
the instrument was eulibrated by muking measurements
of n conieal bluckbody source at o number of temper-
atures which bracketed the range of intended sumple
temperatures,  The deteetor was maintained at 305.5 K
ax in the sample measurements,  The object of this
alibration was the determination of the speetral respon-
sivity of the instrument.  The responsivity is the ratio
of output signal units of the Fourier transform to the
differentinl radianee between the deteetor and the
source, A byproduet of this procedure was a radio-
metrie confirmation of the detector temperature,

For reduction of the experimental corundum data,
the ontput signal was divided by the responsivity to
determine the differentizl radinnce for each sample.
The sample rndimnee was then determined by an addi-
tive correction for the known detector and sample
chamber radinnees,  The determined rudiances show
slight systematice errors caused by small nnomalies in the
responsivity daitn, These include the residual effeet
of atmospherie absorption which wax Inrgely exchided
during sumple runs by flushing with nitrogen,

ill. Surface Temperature

While our radinnee plots were adequately ealibrated,
an appropriate blackbody temperature is neeessary in
order to plot speetral emittanee accurately.  As the
thermistor bead was placed just under the surfaee of
each sample, small variations in position would allow
some diserepuney between the measured temperntures
amd thase sepvdd by the interferometer. In addition,
the speeteal vagimdons in optical propertios of the pow-
der would lead to some variation in the depth nt which
the radiation orizinntes and, henee, to o varintion in
appropriate blackbody teimperature due to the thermal
gradient that exists, T optieal constants for corun-
dum are such that the radiation is emitted from depths
ranging between o few microns and o millimeter in this
speeteal range.  The temperature gradient over this

Cornndim powder surface (15 WA stereo pair made
wWith JNN-2 sennning electron mierascope (R0,

Fig. 2.
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depth ix of the order of 3°C mm. Therefore, even
the physical size of the bead would fewd to higher mea-
sured temperatures than those truly representative of
the real surfuce.  [n order to obtain an aceurate sur-
face temperature for purposes of intercomparison of
these speetrn, we might have tricd more precise experi-
mental techniques.  Instead, however, we chose n
theoretieal approneh to this problem,

An examination of the lattice vibration speetra pub-
lished by Barker® suggested an o interesting way of
extablishing the surface temperature. Both orienta-
tions of corundum are scen to undergo zemn Fresnol
reflectance at o wavelength of just less than 10 g, Thix
ix caused by the drop in refraetive index (anomalous
dispersion) that oceurs at wavelengths just prior to
strong absorption features,  The index in this region
falls below o value of 1. When the refractive index
equals 1, the normal incidence Fresnel equation has the
form

It o= k(4 4 kY, (1

where & is the absorption index,  If & is snandl at this
_point, the surface reflectunce is effectively zero. Us-
ing Barker'’s data, we have ecomputed the optical con-
stants and established the value of & at this point to be
between 1.5 X 10~2 and 4 X 162 for both orientations
of corundum. Seattering also disappears due to the
index value near unity leading to a volume reflectanee!
near zero, and so we deeided to nssume an overnll re-
flectance of zero nt this point. Thus an emittance
value of unity was obtained from Kirchhoff's law for
this speetral point which did represent the highest
emittance value shown i our speetrn. By using this
eriterion (e = 1 at 1035 em 1), we were sble to estab-
lish a blackbody temperature representative of the
surfuces.  These temperntures were used to compute
the eniittanee curves shown in Fig. 3. The temper-
ntures are somewhat lower than those mensured at the
location of the thermistor, which is in aecord with the
opneity of corundum.  Further, the trend of the tem-
peratures clearly shows the largest gradient oceurs with
the smallest partiele sizes and greatest porosities,

V. Results and Discussion

Figure 3 shows the resulting emittanee plots for the
five samplex of corundum powder. The spectra fall
into n systematie series for the most part, although
some crossings of the eurves oceur near 400 em—! and
A0 em—,  This emittance trend which has been ob-
served by others** might be explained in terms of the
surfuee structure of the samples.  The porosities trend
such that the smnller particle samples have the grenter
porosities.  The optieal constants of corundum in much
of this speetral range (400-900 em~") are such as to
give moderately high surface reflectance and, exeept for
the smallest partiele sizes involved, there is considerable
ubsorption before reaching n second interface.  Thus,
any surface roughness lewding to multiple reflection of
u given incident. ray would nppear to be able to diminish
over-nll reflectanee by multiple bounee and hence in-
erease emittance.  The trend we sce with particle
size could therefore be expluined by assuming that the
more porous sample has o greater amount, of surfuee
eavitios and greater surface roughness (which was ob-
served during the experiment).  The data we obtained
nhove approx 1300 em ! show the presence of intense
atmospherie water bands and have been eliminated
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from our figures, ‘There is some deviation from the
observed trend of higher emittance from smaller parti-
ele sizes at frequencies beyond L100 em—.

In Fig. 4 8 we show the emittance data for these
sumples together with refleetance data for the same
samples obtained at the National Bureau of Stan-
dards.®  The reflectanee data was obtained by a Cary-
White mudel 90 recording spectrophotometer having
approx  10-em ! resolution.  The samples  were ir-
radiated hemispherienlly and refleetanee was measured
i 20° angle of reflection with an angle of view of 12°
X 14°% i comparison to the 12° cone for the Block
interferometer.  The temperature of the sumples was
reported to be kept at 25°C. This direet comparison
of emittanee and reflectinee mensurements shows that
Kirehhoff's law is quantitatively consistent with the
dita. 1 should be reeadled that the temperature of the
emitting surfuee was chosen by invoking KirchhofT's
Iaw at o single frequeney (1035 em=").  This temper-
ature was then used to estublish the emittanee at all

* P'rivate communiention from John U, White 80 Linealn Ave.,
Ninmford Connectient,
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the other frequencies of the experiment.  'The agree-
ment between these emittances and the independently
determined values of (1-reflectance) over this wide
frequeney range is, therefore, a quantitative validation
of Kirchhofl’s Iaw. The good agreement also confirms
the validity of this method of the determination of
surface temperature,
It is important to recognize that Kirchhoff’s law,

e =1 -/ (2)

applies only to the proper ungular complements.  The
only qualifieations neeessary in our ease are the use of
45° emittance data and 20° refleetance data which ix
not expeeted to be serious and the effeets of the dif-
fering tempernture gradients which ean only be impor-
tant for the emittanee data as the optieal constants ure
not significantly affeeted by the small temperature
ange involved.  These fuetors may necount for small
shape differences between the emittanee and reflectunce
data, It ix to be noted that the measured reflectance
vilues of zero near 1035 em~! verify our theoretieal
methad of establishing the refleetance at this point.

We observe some additional structure in emittance
when compared with the shape of the eomparable re-
fleetanee speetrn. It is due in part to atmospheric
bands in the enlibration data resulting in apparent
peaks in the speetra.  For instance, there is an ap-
purent. emittanee peak near 660 em=! due to earbon
dioxide (indieated in the figures) and there are peaks ap-
pearing hoth at the high-frequency end of our ronge and
near 475 em ! due to water vapor.

It is apparent from the data that the speetra of the
larger particles have the greatest speetral excursions
as has been observed by many workers,  But even at
the smallest particle sizes studied, there is ample sig-
nak-to-noise in the speetrum to clearly show the penks
and vitlleys that contain the compositional information.
Comparison of the data from runs on the various parti-
ele sizex shows shape changes that need to be well under-
stood before one could definitely identify o complex
material by its speetrum. This is well exemplified by
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Fig. 9, where the data from Fig. 3 in the vicinity of 500
cm™! i3 replotted in a displaced form so that the band
changes can be clearly seen.  There are different trends
in the intensities of the two minimum emittance bands
at 492 em—! and 518 em™! as a function of particle size.
The band at 518 em~! falls in intensity as the particle
size i3 incrensed while the trend with the 492-ecm—! band
is in the opposite sense, although the three larger parti-
cle sizes appear to produce no change in band intensity.
However, in general it may be said that in these experi-
ments, features are preserved from spectrum to spec-
trum with some changes in intensity ratios and some
minor frequency shifts. ]

As has been pointed out in the past,!-*-!:!? grosser
spectral changes with particle size can also oceur.
These depend on a number of factors including the

particle opacity, topography, and the ratio of particle
size to radiation wavelength. These factors influence
both the surface and volume contributions to the re-
flectance in complicated ways.

We are currently in the process of computer modeling
our theory of reflectance (emittance) from particulate
media in the expectation that this type of approach
will’enable faster progress to be made in understanding
the complicated processes involved in interpreting
spectra such as those shown in this paper. In the
course of this work, we discovered a minor error in our
previous computer calculations of the theoretical spec-
trum of quartz.? We had used volume fraction ratios
of 2:1 for E||C:E 1.C quartz crystallites in attempting to
simulate quartz powder spectra rather than 1:2 asis
correct for unpolarized radintion. We therefore reran
the computations and found a much better match to
the intensity ratios of peaks in the 500 cm~! to 300
cm™! measured in our previous work.? However, the
peak intensities still differ from the experimental
values,

This work has supported in part by the Air Force
under contract.
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